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FM45FM45
Freestanding Tower Loudspeaker

Model Name/Number:
Primary Use:

Series:
System Type:

Frequency Response:
Sensitivity:

Recommended Power:
Drive Units:

Tweeter Protection:
Swivel Tweeter:

Crossover Frequencies:
Crossover Slope:

Impedance:
Color:
Grille:

Finished Dimensions:
Weight:

Warranty:

FM45
Freestanding Tower
M Series
3way Sealed & Bass Reflex
40Hz — 20kHz ± 3dB
89dB (2.83 Volts @ 1 Meter)

80200 Watts
(2) 8” Aluminum Cone Subwoofers 
(2) 4” Aluminum Cone Woofers
(1) 1” Silk Dome Tweeter
Yes
No
100Hz, 3000 Hz
Asymmetrical 618dB/Octave
8 Ohms
Brushed Aluminum/Black
Black (silver available separately)

71/8” W x 45” H x 161/4” D
42 Lbs.
5 Years*

Technical Information:

*Warranted for 5 (five) years from date of purchase to be free from
defects and workmanship. For more information see your RBH dealer.

It is the policy of RBH to constantly incorporate improvements into products; all specifications are subject to change without notice.
Copyright © 2006, RBH Sound. All rights reserved.

Redefining the way
you experience sound.™

Applications:

The FM45 is a 45inch tall freestanding tower speaker which 
features RBH’s proprietary aluminum cone technology and 
closely resembles its onwall siblings, the WM24 and WM30. 
Featuring a 1inch soft dome tweeter, two 4inch aluminum cone 
midwoofers and two 8inch aluminum cone woofers, the FM45 
provides excellent acoustic resolution and detail. The FM45 can 
also be biwired and/or biamplified to provide enough bass to 
essentially eliminate the need for a separate subwoofer.  

Frequency Response Graph:


